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• The control unit with touch screen EHT 3 is a suitable control element 
for iNELS in places where it is required to control multiple devices. The 
unit replaces multiple controllers and allows minimisation of the num-
ber of switches on the wall.

• EHT3 control unit is also available in glass frames in black or white and 
is thus part of a comprehensive glass iNELS series of units for the man-
agement of the hotel rooms (GRMS).

• The EHT3 is primarily designed to control hotel rooms (Guest Room 
Management System), but it can also be used it in other projects such 
as a multi-function control panel.

• EHT3 off ers a user-friendly interface to control the hotel room; it was 
designed so that guests could easily create an environment that al-
lows them to feel like home. 

• Changing the Graphical Interface is possible in consultation with the 
manufacturer to adapt it to specifi c hotel, offi  ce building and restau-
rant projects.

• With the units it is possible to adjust the temperature (a version is 
available with the possibility to adjust the fan speed of fan coil units), 
light scenes, shading, music and it is also possible to transmit informa-
tion "Do Not Disturb" and "Make Up Room"

• The unit enables the control of volume, choice of Internet radio sta-
tions from the LARA Radio player.

• "Do Not Disturb" and "Make Up Room" information about the state 
of the rooms can be visualized on a GHR3-11 glass reader or GDB3-
10glass info panel, which is located in the corridor at the entrance 
to the room, and it is also possible to send the information of these 
events directly to the front desk to inform staff .

• EHT3 features a 3.5" color touchscreen with an aspect ratio of 3:4. The 
basic display resolution is 240x320 pixels. The color depth is 16.7 mil-
lion colors (24 bit color, True Color).

• Using the sensor touchpad, buttons and symbols can be operated on 
the screen by a gentle touch of a fi nger. The symbols on the screen are 
by "pressing" animate an associated outlet in the system.

• EHT3 design is drawn into a row of instruments LOGUS90 (EHT3 but you 
cannot install into multi-frames with other devices in this design) and 
is designed for mounting into installation box.

EAN code
EHT3 (white frame, white intermediate frame, white back cover): 8595188156196

* Order codes of all colours are available in the iNELS price list.
** Weight is listed with plastic frame.

Hotel control unit with touch screen

colored TFT LCD

3:4

52.5 x 70 mm

active

4-wire resistive

3.5”

240 x 320

16.7 M (24 bit color)

27 V DC, -20/+10 %

150 mA (at 27 V DC)

terminals

max. 2.5/1.5 mm2 with sleeve

0 to +55 °C

- 20 to +70 °C

IP20

II.

2

any

installation box

94 x 94 x 36 mm

127 g

Display
Type:

Aspect ratio:

Visible area:

Backlight:

Touchpad:

Display:

Number of points:

Color Depth:

Power supply
Supply voltage/tolerance:

Rated current:

Connection
Connection:

Connecting conductors profi le:

Operating conditions
Operating temperature:

Storing temperature:

Protection degree:

Overvoltage category:

Pollution degree:

Operating position:

Installation:

Dimensions and weight
Dimensions:

Weight**
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